MOUNTED SIGN

—C > LUMINAIRE

PULL BOX

CONCRETE BASE

POWER SUPPLY

STOP LINE

LANE USE

MAST ARM W/SIGNAL
HEAD & LUMINAIRE

8 INDUCTION LOOP DETECTOR

VIDEO IMAGE DETECTOR

4” RADAR DETECTOR

| ’ CONVENTIONAL SIGNAL
HEAD WITH BACKPLATE

| ': OPTICALLY LIMITING SIGNAL
HEAD WITH BACKPLATE

4> PEDESTRIAN SIGNAL HEAD

—> EXISTING SIGNAL HEAD

OVERHEAD OR SHAFT
CONTROLLER
(FRONT DOOR OF CABINET)
SPLICE CABINET

PEDESTRIAN PUSHBUTTON

R RED BALL*

Y YELLOW BALL*

G GREEN BALL*

YL YELLOW LEFT ARROW*

L GREEN LEFT ARROW*

w WALK (MAN SYMBOL)
DW DON'T WALK (HAND SYMBOL)
K=
!ZXX! EXISTING CONTROLLER
N_A
§XX! EXISTING SPLICE CABINET
r—A
| | EXISTING PULL BOX
L—d

7
\ ) EXISTING CONCRETE BASE

SIGNAL FACE NUMBER

@ POST NUMBER

DETECTOR NUMBER

2 PULL BOX NUMBER
% EXISTING MAST ARM
BN CONDUIT
WSS BORED CONDUIT

- EXISTING CONDUIT

4" PVC SIZE & TYPE OF CONDUIT

NUMBER, CONDUCTORS,

2-16C#12 & AWG SIZE OF CABLE

*- ALL 12" LENS WITH TUNNEL VISOR

NOT TO SCALE
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